
Customer Service

Minova USA Inc. has been serving the mining
industry for over 30 years with products
designed to handle a wide range of applica-
tions, from basic roof support to strata control
problems requiring the implementation of an
innovative solution.  Minova’s mining experi-
ence spans five continents, serving customers
ranging from global conglomerates to small,
family-owned-and-operated businesses.

Our mission is to respond to the ground control
and ventilation needs of our customers for
products or assistance regardless of geographic
location.  Quality customer service is achieved
through our network of manufacturing facilities,
warehouses, distributors, and field support staff,
all strategically located to provide immediate
response.

Minova’s dedication to customer service is the
driving force behind our Total Quality effort.
We consistently strive to provide products of
superior quality to our customers that enhance
the efficiency and safety of their operations.
Through innovation in product development,
manufacturing and application, we aim to
provide effective materials technology solutions
for the most challenging problems.

This degree of industry cooperation and
commitment to innovation has established
Minova USA Inc. as your ideal partner in the
pursuit of an improved working environment
and, ultimately, improved productivity.

Minova USA Inc.

Product Innovation

Minova was instrumental in the introduction of
resin cartridges.  From our founding in 1971, we
introduced resin cartridges to the U.S. mining
industry and are now the largest manufacturer of
resin cartridges in the world.  Minova USA Inc. has
expanded its product offerings to provide a wide
range of options to help solve numerous ground
control and ventilation problems.

This long list includes a wide range of bolts and
plates, anchoring products, pumpable cribs and
pumpable high yield cementitious grouts for
underground construction projects, and an
extensive line of sealants, liners and coatings for
almost any application.

Our experienced staff includes Ph.D.s recognized
as leaders in ground control, mining engineers
and experienced miners.  Our materials specialists
in polymer and cement technology have over 20
years experience.  There are few problems in
ground control or ventilation for which Minova’s
experienced staff cannot offer a solution.

Please contact your Minova USA Inc.
representative for more information on the
latest in problem solving through materials
technology innovation.

Apex Machine

Length: 132" Electric Requirements: 480 or 575 VAC
Width: 42" Pumping Distance: Up to 400 ft
Height: 40" Output Pressure: 300 - 870 psi
Weight: 2300 lbs Hopper Capacity: 2 1/2 - 3 bags

Apex Machine



Sealant Advantages

Convenient - No more wasted time
gathering and mixing materials.  Our
sealants are pre-mixed and ready to use
straight from the container.

Economical - Plastic bucket packaging
eliminates waste caused by broken or
exposed bags.

Reusable - Unused portion of pail can be
stored for later use when the pail is
resealed.

Strong - Only 1/8" needed to pass ASTM
E-72 Flexural Strength Test and ASTM E-
162 Surface Flammability Test.

Versatile - Not only are our sealants ideal
coatings for masonry structures, most
formulas are also excellent for sealing coal,
shale, metal and wood.

Ventilation Solutions

• Airtite Hardener may be added to the Airtite Spraygrade product where
quick drying is necessary, such as in high humidity situations and where water conden-
sation is a problem.  Airtite Hardener is dosed into the product via a built-in supple-
mentary pump on the Airtite spray pump unit.  Use of hardener with Airtite
Spraygrade results in a product acid resistant to PH3.

The hydraulically powered Airtite spray unit has a small auxiliary pump that delivers a
proportioned amount of Airtite Hardener directly into the hopper.
When conditions do not require a quick set, the auxiliary pump can be disengaged and
the spray unit can be used to apply Airtite without hardener.

Length: 65" Hydraulic Requirements: 12-15 GPM
Width: 20" Pumping Distance: Up to 150' if above flow requirement

is met
Height: 33" Output Pressure: 400 psi
Weight: 360 lbs Hopper Capacity: 4 pails (20 gal)

Sealant Uses

Use Spraygrade Trowelgrade TTF MTA

General Ventilation Control X X X X

Dry-stacked Stoppings X X X X

Spray Application X

Hand Application X X X

Overhead Application X

Fill Voids, Gaps X X X X

Pre-Mix X X X X

Airtite-in-a-bag Advantages

Less waste – A pallet of used bags takes
less space than pails in the garbage
dumpster.

Convenient – Bagged Airtite’s standard
packaging of 54 bags per pallet stands
23.5" high.  This packaging is user friendly
in either low or high seams.

Easy to handle – The 25# bag is easier to
handle than the 38# pail and only
requires a utility knife to open the bag.





Flexible

Tekflex
This coating is a high tensile strength
sealant with a high degree of flexibility
that is specially designed to permanently
stabilize the integrity of rock structures.
Being flexible, this coating accommodates
the stresses associated with strata move-
ment while providing a barrier to mois-
ture degradation.

Tekflex has been successfully used to
replace screen in hardrock mining and in
many ways is more effective than screen.
Because Tekflex adheres tightly to the
rock surface, there is
no bagging of the membrane as is
common with screen.  This tight support
creates additional frictional forces that
help stabilize the rock.

Tekflex also has a high resistance to
damage by fly rock during blasting
operations.  The tough surface of Tekflex
deflects rock without tearing
as screen often does.

Structural

Tekflex PM
This high strength cement coating is ideal
for quickly coating an entryway with a
strong durable sealant.  Uses include the
prevention of spalling from moisture
ingress and helping ensure the structural
integrity of mine passages.  It is an excel-
lent alternative to gunite or shotcrete
without the rebound and dust.

The very low dust associated with Tekflex
PM allows miners to work near the spray
area without interference from the spray
operations.  The very low rebound means
less mess and less material required to be
transported underground.  The compact
equipment is easily set up and simple to
operate.  These advantages of Tekflex PM
allow areas to be sprayed up to five times
faster than with traditional gunite meth-
ods according to some mine operators.

Tekflex PM is more than equivalent to
gunite and as such a coating of at least 1/2
inch meets the fireproofing standards
under CFR § 57.4462.

Airtite Coatings

The Airtite line consists of a range
of MSHA-approved fiber-reinforced,
pre-mixed coatings for use on stoppings,
overcasts and other ventilation structures.
Most Airtite formulas also make an
excellent sealant for roof and rib.
Airtite has been specifically developed
for superior performance and manufac-
tured under strict quality requirements
to provide our customers with a product
to satisfy most applications.

Sealant Products

Trowelgrade/TTF/MTA -  Versatile
formulas specially developed for filling
small voids and gaps on the face of
stoppings and overcasts, in addition to its
use as a coating for ventilation struc-
tures.  Performs best when applied by
hand or trowel.

Spraygrade - When using a spraygrade
coating, a typical stopping can be coated
in about five minutes, thus saving time
and money.  Ideal for coating stoppings
and large overcasts.

Airtite Hardener - Adding Minova’s
patented Airtite Hardener to the Airtite
Spraygrade ensures setting.  The Hard-
ener allows rapid strength gain and
allows the Spraygrade to be water
insoluble.  The Airtite HC Spray Machine
automatically delivers the correct
amount of Hardener to make application
simple.

Ground Control Coatings

Sealant Classification

Product Grade Label Color

MTA White

TTF Yellow

Spraygrade Red

Trowelgrade Green

Hardener Purple



Sealants & Coatings

A member of the Orica Group

Minova USA Inc.
150 Carley Court
Georgetown KY 40324 USA
Phone 502 863 6800
Fax 502 863 1374
Email sales.info@minovaint.com
Website www.minovausa.com

Important Note: Warranty
Minova USA Inc. warrants that its products, at the time of shipment, conform to the applicable descriptions set forth in the invoice and are free from
defects in material and workmanship. NO OTHER WARRANTY, WHETHER EXPRESS, IMPLIED OR STATUTORY, INCLUDING ANY WARRANTY OF
MERCHANTABILITY, OR FITNESS FOR A PARTICULAR PURPOSE, SHALL EXIST IN CONNECTION WITH THE SALE OR USE OF ANY MINOVA USA INC.
PRODUCT, AND ALL SUCH WARRANTIES ARE HEREBY EXPRESSLY DISCLAIMED AND EXCLUDED.

All claims under this warranty must be made in writing to Minova USA Inc. within 15 days after discovery of the defect, and within 90 days of the
date of shipment by Minova USA Inc. of the product claimed defective. Upon timely receipt of a claim, Minova USA Inc. shall have the option either
to inspect the product while in Buyer’s possession or to request Buyer to return the product to Minova USA Inc. for inspection. Claims not made as
provided above and within the applicable time period will be barred. All warranties shall be null and void if the products have not been stored and
used in accordance with procedures recommended by Minova USA Inc.

Minova USA Inc. shall, at its option, either replace the nonconforming or defective product or refund to Buyer its purchase price. The foregoing
constitutes Buyer’s sole and exclusive remedy for any breach or warranty.


